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Angled sonar heads 130, 60 and 30  
to suit bumper angle, hole dia 18.5mm

Front Audible 
ParkSafe

LIFE IS TOO VALUABLE TO TAKE CHANCES! 

The new ParkSafe parking sensor is an ultrasonic device that monitors 
the distance between your vehicle and any potential obstacles (such 
as children, or pets), which may not be visible from the driver’s seat. 
The distance away from a potential obstacle is indicated by a sequence 
of pulse tone signals. The closer the obstacle, the faster the sequence 
of pulse tones until a continuous tone is received indicating that you 
should stop as your vehicle is within a potential danger zone. The system 
automatically operates using an input from the vehicles braking system 
and can be turned off with a lower dash mount switch that illuminates 
when in standby.

Key Features Include :

n	4 front sensor system with audible buzzer alert
n	Can be used as 2 sensor system
n	Designed for front bumper protection
n	Metal ECU case assures no interference with 	
	 vehicle electronic systems
n	Self-test function
n	Speed sensor compatible (additional)
n	Can be added to vehicles with existing 		
	 rear parking systems
n	Detachable sensor with waterproof wire 		
	 connector
n	Sensors work in both plastic and metal 		
	 bumpers
n	Colour coded sensors

Technical Parameters :

n	Voltage 12V±3V
n	Operating temperature: -40oC ~+85oC
n	Current: <300mA
n	Beep Volume: 70~90dB
n	Sensor installation height: 45~60cm
n	Detection range (front): 0.1~0.9m

Sensor connectors for easy servicing

Override switch illuminates when 
system is in standby
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