


LIFE IS TOO VALUABLE TO TAKE CHANCES! 

The new ParkSafe parking sensor is an ultrasonic device that monitors the 
distance between your vehicle and any potential obstacles (such as children or 
pets), which may not be visible from the driver’s seat. The distance away from 
a potential obstacle is indicated by sequence of pulse tone signals that is also 
accompanied by a rear roof mount LED display. A single beep is emitted when 
reverse gear is engaged to indicate the system is activated. The dual colour LED 
display with built in volume adjustable buzzer with mute indicates the direction 
and proximity of an obstacle. Rear systems automatically activate in reverse gear.

Key Features Include :
n	Slim dual colour LED display with built  
	 in volume adjustable buzzer
n	Rear roof installation
n	Quick response
n	Compatible with towbar or spare tyre

n	Precise detection
n	Self-test function
n	Volume adjustable: High/Low - Off
n	Anti-false alert technology
n	All weather design (-400C~+850C)
n	Colour coded sensors

Technical Parameters :
n	Voltage 12V±3V
n	Static Current: <20mA
n	SPL: 105~125dB
n	Frequency: 433.92 Mhz

Rear Display 
ParkSafe

Approx size shown of roof display 
viewed through rear vision mirror.
Actual size is: 148mm wide x  
13.5mm high

Angled sonar heads 130, 60 and 30  
to suit bumper angle, hole dia 18.5mm
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Front Senors Parking Camera Bluetooth  
Car Kits

GPS and Camera 
Assist

Sensor connectors for easy 
servicing

Part # PAR4M-6-09Towbar compatible Display mounted above rear windscreen and viewed 
through mirror

Sensor insert for steel  
bumper

0.3-1.5m


